
• Wall hung toilet can be paired with Rigel concealed cistern or concealed

box flush valve system

• Rimless design that prevents dirt accumulation

• Top mounted hassle free installation

• Dimension

• Material

• Flushing type

• Inlet

• Trap seal

• Seat & cover

: Wall-hung bowl w/ Top mount fittings 

: 560(L) x 365(W) x 365(H)mm 

: Vitreous China

: Washdown+ (Double Vortex) 

: Back inlet

: Min.50mm

: FT-SC0121PS (PP)  

Flushing system coupling

• Flush valve – concealed box, concealed duct

• Concealed cistern – H-frame/ without H-frame
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WH12000BP (Top Mount)
Wall-Hung Water Closet

• Installation type

*Denotes are recommenced values.
All dimensions are in mm.

Top mount fittings

• PuraGlaze – Anti-Stain glaze

(Applicable only to 
 concrete wall) 
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*

Rod must be supported by
concrete wall / brick wall
regardless of rod length

Finished wall

L-chair bracket

Inlet pipe
[not included]

Pan collar:
FT-PC0-SN

[not included]

Depth. 30~100

Sewage pipe

180
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Ø100

Ø55
2x (22x30)

36
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Floor bolt [not included]

Top mount fittings

77*

(*Note: for concrete wall installation only.) 
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https://www.rigel-group.com



